Property Repair Systems

Trickle Vents for Double Glazing
Trickle Vents are designed to provide long term trickle ventilation in metal, plastic and wooden window frames.
They are fitted as a pair – one flat sliding cover inner and one downward facing louver rain cover outer.

The standard Trickle Vents are metal, powder coated in white enamel, to match uPVC window frames.
DESCRIPTION

Trickle Vents are self tapping screw fixed, ventilation products for surface fixing onto window frames and doors, panels and machine enclosures. They allow variable ventilation and shut off using a sliding inner cover.
TECHNICAL DATA

Material
Aluminium – 40mm wide x 520mm, using
25mm holed area = 12,000 square mm.

Finishes
Powder coated white, brass, chrome
Corrosion

No action

Aggressivity to other materials
No known aggressivity

Minimum frame space
Requires 60mm clear of glass and frame edge
Fixings

Stainless steel self tapping screws (6)

Inside and Outside Trickle Vent Covers
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Special features

· White to match uPVC

· Metal for strength

· Easy fit with stainless screws

· Waterproof

· Cellar & basement uses

· Supplied as kits in pairs

USES 
As Trickle Ventilation to help meet the Building Regulations Part F.
Can be fixed to any plastic, metal or wood surface with the screws provided.

For most rooms, one or more opening windows totalling 5% of the floor area, with background "trickle" vents totalling 8000mm2 will be adequate, subject to room size.
PREPARATION

Check the dimensions of the upper frame edge of the window frame, usually the fixed part, to ensure that you have enough clearance to drill holes or rout slots without contacting the glass or going beyond the empty box section of the frame. Contact us for fitting help.
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